MODERRA BRACKET CONTINUOUS WALL CONSTRUCTION, BY

HORIZONTALLY, SPACE 16” OR MODERRA T T | OTHERS
H—-CHANNEL CONTINUOUS VERTICALLY. 7
SPACE 16" 0.C. HORIZONTALLY |
|
=

MODERRA BLOCK UNIT, SET DRY ( <

/ Ai
A
s |

FLOOR / FOUNDATION
CONSTRUCTION, BY OTHERS

7

3/4" AR SPACE

14

WATERPROOF MEMBRANE, BY OTHERS

SET WATERPROOF MEMBRANE IN
CONTINUCUS BEAD OF CAULK, BY
OTHERS

STEEL BASE LEDGE, 4x3x1/4 OR 3x3x1/4
ANGLE MIN. (REVERSE ANGLE IF NEEDED), W/
1/2" EXPANSION BOLT ANCHORS SHALL BE
DETERMINED TO SUIT APPLICABLE CODES,
MATERIALS, LOADS, SIZES, HEIGHT OF
MATERIAL, ANCHOR IMBEDMENT, & SPACING.
FINISH ANGLE TO RESIST RUST & ALLOW
PAINT APPLICATION IN FIELD

WATERPROOF MEMBRANE (PROTECT
MEMBRANE FROM SUNLIGHT ABOVE

GRADE), BY OTHERS

SILL SEAL, BY OTHERS

Alliance Concrete Concepts, In SHEET TILE: SCALE: 3 =1-0" DRAWING NO:

%mm >ﬂm=ow m_omnm zm o e 0 BASE LEDGE - CONC. FOUNDATION W/ | [Revision No. [ 1

Rochester, MN 55906 .@ Q WOOD FLOOR DRAWN BY: | BTP N -— .—
WALL CONSTRUCTION: DATE: 09-22-03

Phone:  (507) 536—4515
Fax: 507) 529-2879
Web: www.moderra.com

Toll Free: wmdM 248-7456

Mortarless Masonry Veneer FRAME




