MODERRA BRACKET CONTINUOUS
HORIZONTALLY SPACE 16" OR

MODERRA H—-CHANNEL
CONTINUOUS VERTICALLY. SPACE
16" 0.C. HORIZONTALLY

MODERRA BLOCK OR BRICK UNIT, SET DRY

3/4" AR SPACE

WATERPROOF MEMBRANE, BY OTHERS

SET WATERPROOF MEMBRANE IN
CONTINUCUS BEAD OF CAULK, BY
OTHERS

STEEL BASE LEDGE, 4x3x1/4 OR 3x3x1/4
ANGLE MIN., W/ 1/2" EXPANSION BOLT
ANCHORS SHALL BE DETERMINED TO SUIT
APPLICABLE CODES, MATERIALS, LOADS, SIZES,
HEIGHT OF MATERIAL, ANCHOR IMBEDMENT, &
SPACING. FINISH ANGLE TO RESIST RUST &
ALLOW PAINT APPLICATION IN FIELD

BACKER ROD & CAULK, TYP, BY
OTHERS

DOOR FRAME, BY OTHERS
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WALL CONSTRUCTION, BY
OTHERS

HEADER AS REQUIRED BY
DESIGNER

Alliance Concrete Concepts, Inc. 0
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Mortarless Masonry Veneer
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